






ECOLED info Rev_02/2021

How to choose the right cable (example)

ECOLED required power supply

Number of modules x the module output in W x 1,2.
A chain of modules cannot exceed the standard length of serial connection.
It is possible to link as many chains as possible. The only limit is the capacity of power supply.
We suggest contacting one of our technical department if you want to use a power supply with an output exceeding 150 W.

Our services

Our technicians are available for design, bespoke products, wiring and certifications of your finished products.

Wires Lenght

The table shows the maximum length (in meters) between power supply with 12V output and modules, in order to have a voltage drop within 4% or 0,5 V.
At 24 V, the lengths shown below double.

MODULES AND STRIP LED INFO    

ECOLED advantages

Wide range of products.
Super bright diodes.
5-12-24 Vdc working voltage.
Energy saving.
Minimum technical assistance required.
Long lifespan: 50.000 h each colour at room temperature 20 °C.
Quick and easy installation with screws, glue and double sided adhesive.
Indoor and outdoor power supply.
No electrical hazard.
ECOLED warning

It is necessary to test the operation of strips, bars and modules before mounting.
Diodes are very sensitive to temperatures over 40 °C and voltage must be constant.
We recommend you to carefully check the maximum temperature and voltage.
LED turn electrical energy into light energy and heat, for this reason LED have to be installed on surfaces capable of dissipating veru quickly the heat generated.
It is strongly recommended to use an additional ventilation system.
Modules should not be directly exposed to athmospheric agents because UV rays could damage the modules and strips.
They can't withstand a continuous cycle of more than 10/12 hours daily.
Pay attention to glues, solvents and electrostatics discharges as they may deteriorate irreparably LED.
Due to continuous evolution and technical improvement products may change.



Colour Colour temperature
Flux

(lm)

Consump.

(W)

Lum. Effic.

(lm/W)

Modules

per m

LOZP43065 Daylight 6.500 K 34 0,30 113 10 10 € 1,58 € 158,00

LOZP43040 Neutral White 4.000 K 32 0,30 107 10 10 € 1,58 € 158,00

LOZP43030 Warm White 3.000 K 30 0,30 100 10 10 € 1,58 € 158,00

30 50 50 400 13.600 120,00

40 90 90 123 4.182 36,90

50 100 115 87 2.958 26,10

Row

spacing
Modules/m2 Lumen/m2 W/m2

ULTRA 430: Opal 3 mm - 31% of transmission

 

Application

depth

Module

spacing

Code

Description
Package

 100 mod.

m

€/module
€/Chain

100 mod.

Upon request, available other colour temperatures (2700K - 5000K - 5700K - 7500K)

Upon request, available 150 mm module spacing

SIGNRAYZ ULTRA 430
Recommended depth 30 - 50 mm

LED chain for highlighting lines and edges and for backlighting complex contours, letters, 

symbols and light boxes in signage applications.

Optimised for use in light boxes and sail installation backlighting. 

Signs of little and medium size.

Flexible chain, can be split between any module.

High colour consistency (MacAdam 3).

LED module with plastic casing and strain relief with IP68 protection.

Integrated current source to stabilise luminous flux.

Mounting with M3 screw or premounted double-sided adhesive tape.

Nominal life-time up to 50.000 h  

(at 60 °C with a failure rate ≤ 0.2 % per 1.000 h).

Room temperature - 40 + 60 °C. 

Max surface temperature per module 65 °C.

Storage temperature - 40 + 85 °C. All temperature datas are calculated at room 

temperature = 25 °C.

Polarity: white/red = positive - white = negative. 

For warranty and lifetime, please ask to us the Agilight technical data sheet.

We recommend combining these LED with Agilight power supplies to take advantage 

of the additional warranty offered by the manufacturer.

BACKLIGHTING LED MODULES 

Standard length of serial connection: 100
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Colour Colour temperature
Flux

(lm)

Consump.

(W)

Lum. Effic.

(lm/W)

Modules

per m

LOZP45065 Daylight 6.500 K 50 0,48 104 6/7 15 € 1,62 € 162,00

LOZP45040 Neutral White 4.000 K 47 0,48 98 6/7 15 € 1,62 € 162,00

LOZP45030 Warm White 3.000 K 44 0,48 92 6/7 15 € 1,62 € 162,00

50 110 115 79 3.950 37,92

75 110 200 45 2.250 21,60

Module

spacing

Row

spacing
Modules/m2 Lumen/m2 W/m2

ULTRA 450: Opal 3 mm - 31% of transmission

Application

depth

Code

Description
Package

 100 mod.

m

€/module
€/Chain

100 mod.

Upon request, available other colour temperatures (2700K - 5000K - 5700K - 7500K)

SIGNRAYZ ULTRA 450
Recommended depth 50 - 75 mm

LED chain for highlighting lines and edges and for backlighting complex contours, 

letters, symbols and light boxes in signage applications.

Optimised for use in light boxes and sail installation backlighting. 

Signs of little and medium size.

Flexible chain, can be split between any module.

High colour consistency (MacAdam 3).

LED module with plastic casing and strain relief with IP68 protection.

Integrated current source to stabilise luminous flux.

Mounting with M3 screw or premounted double-sided adhesive tape.

Nominal life-time up to 50.000 h 

(at 60 °C with a failure rate ≤ 0.2 % per 1,000 h).

Room temperature - 40 + 60 °C. 

Max surface temperature per module 65 °C.

Storage temperature - 40 + 85 °C. All temperature datas are calculated at room 

temperature = 25 °C.

Polarity: white/red = positive - white = negative. 

For warranty and lifetime, please ask to us the Agilight technical data sheet.

We recommend combining these LED with Agilight power supplies to take advantage 

of the additional warranty offered by the manufacturer.

BACKLIGHTING LED MODULES 

Standard length of serial connection: 100
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Colour Colour temperature
Flux

(lm)

Consump.

(W)

Lum. Effic.

(lm/W)

Modules

per m

LOZP47065 Daylight 6.500 K 70 0,66 106 6/7 15 € 1,60 € 160,00

LOZP47040 Neutral White 4.000 K 67 0,66 102 6/7 15 € 1,60 € 160,00

LOZP47030 Warm White 3.000 K 63 0,66 95 6/7 15 € 1,60 € 160,00

75 110 200 45 3.150 29,70

100 150 290 23 1.610 15,18

Module

spacing

Row

spacing
Modules/m2 Lumen/m2 W/m2

ULTRA 470: Opal 3 mm - 31% of transmission

Application

depth

Code

Description
Package

 100 mod.

m

€/module
€/Chain

100 mod.

Upon request, available other colour temperatures (2700K - 5000K - 5700K - 7500K)

SIGNRAYZ ULTRA 470
Recommended depth 75 - 100 mm

LED chain for highlighting lines and edges and for backlighting complex contours, 

letters, symbols and light boxes in signage applications.

Optimised for use in light boxes and sail installation backlighting. 

Signs of little and medium size.

Flexible chain, can be split between any module. 

High colour consistency (MacAdam 3).

LED module with plastic casing and strain relief with IP68 protection.

Integrated current source to stabilise luminous flux.

Mounting with M3 screw or premounted double-sided adhesive tape.

Nominal life-time up to 50.000 h  

(at 60 °C with a failure rate ≤ 0.2 % per 1,000 h).

Room temperature - 40 + 60 °C. 

Max surface temperature per module 65 °C.

Storage temperature - 40 + 85 °C. All temperature datas are calculated at room 

temperature = 25 °C.

Polarity: white/red = positive - white = negative.

For warranty and lifetime, please ask to us the Agilight technical data sheet.

We recommend combining these LED with Agilight power supplies to take advantage 

of the additional warranty offered by the manufacturer.

BACKLIGHTING LED MODULES 

Standard length of serial connection: 100
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Colour Colour temperature
Flux

(lm)

Consump.

(W)

Lum. Effic.

(lm/W)

Modules

per m

LOZP65065 Daylight 6.500 K 100 0,78 128 5 20 € 1,82 € 182,00

LOZP65040 Neutral White 4.000 K 92 0,78 118 5 20 € 1,82 € 182,00

LOZP65030 Warm White 3.000 K 85 0,78 109 5 20 € 1,82 € 182,00

LOZP650R Red 625 nm 25 0,78 32 5 20 € 1,82 € 182,00

LOZP650B Blue 467 nm 15 0,78 19 5 20 € 1,82 € 182,00

LOZP650G Green 525 nm 55 0,78 71 5 20 € 1,82 € 182,00

LOZP650O Orange 606 nm 20 0,78 26 5 20 € 1,82 € 182,00

75 165 165 37 3.700 28,86

100 200 225 22 2.200 17,16

125 200 330 15 1.500 11,70

150 200 405 12 1.200 9,36

175 200 380 13 1.300 10,14

ULTRA 650: Opal 3 mm - 31% of transmission

Application

depth

Module

spacing

Row

spacing
Modules/m2 Lumen/m2 W/m2

Upon request, available other colour temperatures (2700K - 4500K - 5000K - 5700K - 7100K)

Code

Description
Package

 100 mod.

m

€/module
€/Chain

100 mod.

SIGNRAYZ ULTRA 650
Recommended depth 75 - 175 mm

LED chain for highlighting lines and edges and for backlighting complex contours, 

letters, symbols and light boxes in signage applications.

Optimised for use in light boxes and sail installation backlighting. 

Signs of medium and big size.

Flexible chain, can be split between any module.

High colour consistency (MacAdam 3).

LED module with plastic casing and strain relief with IP68 protection.

Integrated current source to stabilise luminous flux.

Mounting with M3 screw or premounted double-sided adhesive tape.

Nominal life-time up to 50.000 h 

(at 60 °C with a failure rate ≤ 0.2 % per 1,000 h)

Room temperature - 40 + 60 °C. 

Max surface temperature per module 65 °C.

Storage temperature - 40 + 85 °C. All temperature datas are calculated at room 

temperature = 25 °C.

Polarity: white/red = positive - white = negative.

For warranty and lifetime, please ask to us the Agilight technical data sheet.

We recommend combining these LED with Agilight power supplies to take advantage 

of the additional warranty offered by the manufacturer.

BACKLIGHTING LED MODULES 

Standard length of serial connection: 70
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Colour Colour temperature
Flux

(lm)

Consump.

(W)

Lum. Effic.

(lm/W)

Modules

per m

LOZP67065 Daylight 6.500 K 150 1,24 121 4 25 € 1,86 € 186,00

LOZP67040 Neutral White 4.000 K 138 1,24 111 4 25 € 1,86 € 186,00

LOZP67030 Warm White 3.000 K 127 1,24 102 4 25 € 1,86 € 186,00

100 225 225 20 3.000 24,80

125 250 330 12 1.800 14,88

150 250 405 10 1.500 12,40

175 250 455 9 1.350 11,16

200 250 430 10 1.350 12,40

BACKLIGHTING LED MODULES 

Standard length of serial connection: 50

SIGNRAYZ ULTRA 670
Recommended depth 100 - 200 mm

LED chain for highlighting lines and edges and for backlighting complex contours, 

letters, symbols and light boxes in signage applications.

Optimised for use in light boxes and sail installation backlighting. 

Signs of medium and big size.

Flexible chain, can be split between any module.

High colour consistency (MacAdam 3).

LED module with plastic casing and strain relief with IP68 protection.

Integrated current source to stabilise luminous flux.

Mounting with M3 screw or premounted double-sided adhesive tape.

Nominal life-time up to 50.000 h 

(at 60 °C with a failure rate ≤ 0.2 % per 1,000 h).

Room temperature - 40 + 60 °C. 

Max surface temperature per module 65 °C.

Storage temperature - 40 + 85 °C. All temperature datas are calculated at room 

temperature = 25 °C.

Polarity: white/red = positive - white = negative.

For warranty and lifetime, please ask to us the Agilight technical data sheet.

We recommend combining these LED with Agilight power supplies to take advantage 

of the additional warranty offered by the manufacturer.

Code

Description
Package

 100 mod.

m

€/module
€/Chain

100 mod.

Upon request, available other colour temperatures (2700K - 4500K - 5000K - 5700K - 7100K)

Upon request, available 200 mm module spacing

ULTRA 670: Opal 3 mm - 31% of transmission

Application

depth

Module

spacing

Row

spacing
Modules/m2 Lumen/m2 W/m2
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Colour Colour temperature
Flux
(lm)

Consump.
(W)

Lum. Effic.
(lm/W)

Modules
per m

LOEFNW2ALU Daylight 6.000-7.000 K 45 0,48 94 7 7,40 € 0,42 € 21,00

LOEFNNW2ALU Neutral White 3.700-4.500 K 45 0,48 94 7 7,40 € 0,42 € 21,00

LOEFNWW2ALU Warm White 2.700-3.500 K 45 0,48 94 7 7,40 € 0,42 € 21,00

LOEFNR2ALU Red 620-630 nm 12 0,48 25 7 7,40 € 0,70 € 35,00

LOEFNB2ALU Blue 460-470 nm 7 0,48 15 7 7,40 € 0,70 € 35,00

LOEFNG2ALU Green 520-530 nm 24 0,48 50 7 7,40 € 0,70 € 35,00

LOEFNY2ALU Yellow 588-594 nm 10 0,48 21 7 7,40 € 0,70 € 35,00

80 100 120 83 3.735 39,84

100 120 150 55 2.475 26,40

120 150 180 37 1.665 17,76

150 150 200 33 1.575 15,84

€/module

BACKLIGHTING LED MODULES 

Standard length of serial connection: 50

ECOLED SMD HT ALU 2
Recommended depth 80 - 150 mm

Ideal for backlighting channel letters and small or medium sized light boxes.
IP67 protection, water and powder resistance.
Current control.
50 modules chain, can be cut on wire between every module.
Chain length: 7,5 m.
Spacing between modules: 10,5 cm.
Working temperature - 25 + 60 °C.
Nominal life time up to 50.000 hours at 20 °C.
Polarity: white/red = positive - white = negative. 
5 Years Warranty.

Modules/m2 Lumen/m2 W/m2

Code €/Chain
50 mod.

Chain
 50 mod.

m

ECOLED SMD HT ALU 2: PMMA Opal 3 mm

Description

Application
depth

Module
spacing

Row
spacing





Pag. 6.18 Rev_11/2020

Colour Colour temperature
Flux
(lm)

Consump.
(W)

Lum. Effic.
(lm/W)

Modules
per m

LOEFNHGW2ALU Daylight 6.000-6.500 K 52 0,55 95 7 7,50 € 0,64 € 32,00

80 100 120 83 4.316 45,65

100 120 150 55 2.860 30,25

120 150 180 37 1.924 20,35

150 150 200 33 1.716 18,15

BACKLIGHTING LED MODULES 

Standard length of serial connection: 50

ECOLED SMD HG ALU 2
Recommended depth 80 - 150 mm

Ideal for backlighting channel letters and light boxes of medium and small size.
High brightness, IP67 housing protection with very good dissipation.
Constant current driving to stabilize the luminous flux.
Energy saving, environment-friendly, long life-time.
Nominal life time up to 50.000 hours at 20 °C.
Easy to install with pre-mounted double-sided adhesive tape and fixing screw.
Working temperature - 25 + 60 °C.
Polarity: white/red = positive - white = negative.
5 Years Warranty.

Code

ECOLED SMD HG ALU 2: PMMA Opal 3 mm

Description
Chain

 50 mod.
m

€/Chain
50 mod.

€/module

Module
spacing

Row
spacing

Modules/m2 Lumen/m2 W/m2
Application

depth
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Colour Colour temperature
Flux
(lm)

Consump.
(W)

Lum. Effic.
(lm/W)

Modules
per m

LOEFNW1MN Daylight 6.000-7.000 K 28 0,30 93 17 2,30 € 0,42 € 21,00

LOEFNNW1MN Neutral White 3.800 - 4.500 K 28 0,30 93 17 2,30 € 0,42 € 21,00

LOEFNWW1MN Warm White 2.800 - 3.500 K 26 0,30 87 17 2,30 € 0,42 € 21,00

LOEFNR1MN Red 620-630 nm 12 0,30 40 17 2,30 € 0,50 € 25,00

LOEFNB1MN Blue 463-475 nm 6 0,30 20 17 2,30 € 0,50 € 25,00

LOEFNG1MN Green 512-528 nm 19 0,30 63 17 2,30 € 0,50 € 25,00

40 45 50 444 12.432 133,20

50 45 65 342 9.576 102,60

60 45 80 278 7.784 83,40

80 45 120 185 5.180 55,50

ECOLED SMD SMALL
Recommended depth 40 - 80 mm

Ideal for backlighting boxed letters, small light boxes and solid letters.
Degree of resistance to dust and water splashes IP67.
Chain of 50 modules that can be cut at any point.
Chain length: 2,3 m.
Cable length between modules: 3 cm.
Operating temperature - 25 + 60 °C.
Life expectancy up to 50.000 hours at 20 °C.
Polarity: white/red = positive - white = negative.
5 Years Warranty.

BACKLIGHTING LED MODULES 

Standard length of serial connection: 25

Code

Description
Chain

 50 mod.
m

€/module
€/Chain
50 mod.

Row
spacing

Modules/m2 Lumen/m2 W/m2

ECOLED SMALL: PMMA Opal 3 mm

Application
depth

Module
spacing
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Colour Colour temperature
Flux
(lm)

Consump.
(W)

Lum. Effic.
(lm/W)

Modules
per m

LOZPEDHO65 Daylight 6.500 K 250 2,76 91 4 4,60 € 3,90 € 117,00

LOZPEDHO40 Neutral White 4.000 K 250 2,76 91 4 4,60 € 3,90 € 117,00

LOZPEDHO30 Warm White 3.000 K 250 2,76 91 4 4,60 € 3,90 € 117,00

50 115 910 50 50 115 1.070

75 115 1.070 75 75 115 1.520

100 115 1.220 100 100 115 1.520

125 115 1.220 127 127 115 1.520

150 115 1.220 150 150 115 1.520

PERIMETRAL LED MODULES

Standard length of serial connection: 20

SIGNRAYZ ULTRA EDGE HO 770
Recommended depth 50 - 150 mm

LED chain for small and medium single and double sided light boxes. 
IP68 protection.
30 modules chain, can be cut on wire between every module.
Chain length: 4,6 m.
Spacing berween modules: 4,5 cm.
Nominal life-time up to 50.000 h  
(at 60 °C with a failure rate ≤ 0.2 % per 1.000 h).
Working temperature - 40 + 60 °C. 
Polarity: white/red = positive - white = negative. 
5 Years Warranty.

For warranty and lifetime, please ask to us the Agilight technical data sheet.
We recommend combining these LED with Agilight power supplies to take advantage 
of the additional warranty offered by the manufacturer.

Code

Description
Chain

 30 mod.
m

€/module
€/Chain
30 mod.

Upon request, available other colour temperatures (2700K - 5000K - 5700K)

ULTRA EDGE HO 770 Double s. PMMA Opal 3 mm - 2 sides ULTRA EDGE HO 770 Back. PMMA Opal 3 mm -  2 sides

Application
depth

Module
spacing

Reachout
 length

Application
depth

Module
spacing

Reachout 
length
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Colour Colour temperature
Flux
(lm)

Consump.
(W)

Lum. Effic.
(lm/W)

Modules
per m

LOEPS330 Daylight 5.500-6.500 K 240 2,88 83 3 6 € 3,60 € 72,00

50 110

80 110

100 110

ECOLED POWER SIDE ALU 3 LED
Recommended depth 50 - 100 mm

Ideal for single sided and double sided light boxes.
Current control.
IP67 protection, water and powder resistance.
20 modules chain, can be cut every module.
Chain length: 6 m.
Cable length between modules: 18 cm.
Working temperature - 25 + 60 °C.
Nominal life time up to 50.000 hours at 20 °C.
Polarity: white/red = positive - white = negative.
5 Years Warranty.

The module must be dissipated.

PERIMETRAL LED MODULES

Standard length of serial connection: 20

Code

Description
Chain

 20 mod.
m

€/module
€/Chain
20 mod.

ECOLED POWER SIDE ALU 3 LED: PMMA Opal 3 mm - 2 sides

Application
depth

Module
spacing

1.000

1.000

1.000

Reachout
 length
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Colour Colour Temperature
Nr.

LED/m
Dimensions

mm
Flux

Lumen/m
Consump.

W/m

LOHFLSPW603014 Daylight 6.000-7.000 K 60 5x5.000 440 4,80 € 10,00

LOHFLSPWW603014 Warm White 2.700-3.300 K 60 5x5.000 440 4,80 € 10,00

LOHFLSPW1203014 Daylight 6.000-7.000 K 120 5x5.000 800 9,60 € 12,80

LED STRIP                                                                                       

Max. length of connected series units: 5 m

ECOLED FLEX SIDE

Strip LED side.                                                                                                                                                                                                                                                                                                    
With double-sided tape on the back. White structure. 
IP64 protection.                                                                                                                                                      
Can be cut every 3 LED. (5 cm)
Polarity: red = positive - black = negative.
Working temperature - 40 + 50 °C. 
3 Years Warranty.

Modules should not be directly exposed to athmospheric agents because
UV rays could damage the SMD LED (phosphors) and the module case.          

LOHFLSPW603014

LOHFLSPW1203014

Code

Description

€/m
€/Roll

5 m

€ 50,00

€ 50,00

€ 64,00













Colour Colour Temperature
Nr.

LED/m

Dimensions

mm

Flux

Lumen/m

Consump.

W/m

LOEFLN24W120HE Daylight 6.000-7.000 K 120 8x5.000x1,95 1080 7,2 € 6,80

LOEFLN24NW120HE Neutral White 4000-4500 K 120 8x5.000x1,95 1080 7,2 € 6,80

LOEFLN24WW120HE Warm White 2800-3200 K 120 8x5.000x1,95 1080 7,2 € 6,80

Accessories Code €/Pack.

LOEFLZCSS08 € 6,50

LOEBARCON € 5,90

10 pcs. package of 8 mm width strip power connector for indoor use

150 mm cable length

Package of 10 pcs. couple connectors with 10 cm cable length

€ 34,00

Description Image

€ 34,00

€ 34,00

Code

Description

€/m
€/Roll

5 m

LED STRIP                                                                                            

  

Max. length of connected series units: 5 m

ECOLED SMD FLEX CLASSIC HE - IP33 - 120 led/m.

Strip LED.                                                                                                                                                                                                                                                                                                                        

With double-sided tape on the back. 

Resinated, white structure. 

IP33 protection.                                                                                                                                                           

Can be cut every 3 LED. (2,5 cm)

Polarity: red = positive - black = negative.

Working temperature - 40 + 50 °C. 

3 Years Warranty.

Modules should not be directly exposed to athmospheric agents because

UV rays could damage the SMD LED (phosphors) and the module case.

For LED profiles see Ch. 4 (Profiles).

50.00

8.
00

5m

0.
25

8.17 8.17

1.
95
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Colour Colour Temperature
Nr.

LED/m

Dimensions

mm

Flux

Lumen/m

Consump.

W/m

LOEFLN24W120HEP Daylight 6.000-7.000 K 120 10x5.000x1,95 2000 15 € 7,80

LOEFLN24NW120HEP Neutral White 4000-4500 K 120 10x5.000x1,95 2000 15 € 7,80

LOEFLN24WW120HEP Warm White 2800-3200 K 120 10x5.000x1,95 2000 15 € 7,80

Accessories Code €/Pack.

LOEFLZCSS08 € 6,50

LOEBARCON € 5,90

10 pcs. package of 8 mm width strip power connector for indoor use

150 mm cable length

Package of 10 pcs. couple connectors with 10 cm cable length

€ 39,00

Description Image

€ 39,00

€ 39,00

Code

Description

€/m
€/Roll

5 m

LED STRIP                                                                                            

  

Max. length of connected series units: 5 m

ECOLED SMD FLEX PREMIUM HE - IP33 - 120 led/m.

Strip LED.                                                                                                                                                                                                                                                                                                                        

With double-sided tape on the back. 

Resinated, white structure. 

IP33 protection.                                                                                                                                                           

Can be cut every 3 LED. (2,5 cm)

Polarity: red = positive - black = negative.

Working temperature - 40 + 50 °C. 

3 Years Warranty.

Modules should not be directly exposed to athmospheric agents because

UV rays could damage the SMD LED (phosphors) and the module case.

For LED profiles see Ch. 4 (Profiles).
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Primary 

Voltage 

V AC

IP Class
In - Uoc

kA - kV

In

Max Load

A

Frequency

Hz

Size

L x W x H

Weight

Kg

LOFAP04 120-240 44 2-4 8 50/60 50x45x16 0,081

LOFAP06 120-240 44 3-6 8 50/60 50x45x16 0,081

LOFAP10D 120-240 20 5-10 NA 50/60 37x90x63 0,070

LOFAP10B 120-240 20 5-10 NA 50/60 27x112x52 0,110 € 47,74

€ 17,19

€ 19,10

€ 52,51

Code

Description

Price

€/pcs.

SURGE PROTECTION

SCORPIO SURGE PROTECTION
NEW

SCORPIO is an SPD range (Surge Protection Device), surge arrester. It protects against 

the direct and indirect effects of lightning and / or transient overvoltage from the 

electricity grid. It can be used to protect any device connected to the mains (LED drivers, 

high voltage transformers, computers, TVs, household appliances, etc.).

Scorpio 4kV - Scorpio 6kV: suitable to protect appliances up to 900VA power 

consumption.

Scorpio 10kV DIN: housed in a DIN rail box, to be installed in electrical riser.

Scorpio 10kV BOX: housed in BOX plastic case, for higher installation versatility (for 

example to protect all the appliance connected at the same power strip).

2 Years Warranty.
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